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| \,-/ | AGILENT E4991A Impedance/Material Analyzer
I 60' 010 I HP 16092A Test Fixture, REF #3843
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—@ FERRITE CORE DIMENSIONS (SPEC):mm[lInches]
N A 5561 [2.189] + 0.80 [.031]
@@B:D@ DETAIL "A” B 50.00 [1.696] + 0.80 [.031]
ggﬁ&fgﬂ C 14.00 [.551] + 0.38 [.015]
D 7.62[.300] g’ég [[’gfg]]
NOTES: UNLESS OTHERWISE SPECIFIED - = -
E _ 153 [.060]  + 0.35 [.014]
1. COSMETIC SPECIFICATION REFER TO WI—QA-038.
WEIGHT /1000 22.11 kgs [48.74 Lbs]
DIMENSIONS ARE IN mm[INCHES]. This print is the property of Laird
Tech. and is loaned in confidence - "
Wit the understonding that no o La 1 rd
SCALE DRAWING 1:1 v ;
copes ol be mode it e 1 >
rights to design or invention are
reserved.
@ @ — — PROJECT/PART NUMBER: REV ORAWN BY:
28R2189—000 A au
pATE: SCALE: - WMATERIAL:
28R2189—000 A ORIGINAL DRAFT 09/02/14| QIU T 09/02/14 07 2: 1 FERRITE
REV DESCRIPTION DATE | INT| 28R2189—000—A R2189




